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AVIATION GROUP, INC. EC135P1

TECHNICAL SPECIFICATIONS

Engine:
Manufacturer Pratt & Whitney Accomodations:
Model PW206B (2) Standard seating 2+3+2
High density 3+3+3
Power Ratings:
Takeoff 621 shp / 463 kw Weights:
Max Continous 562 shp / 419 kw Max gross 5800 Ib / 2630 kg
Empty, std acft 31751b / 1440 kg
Transmission Ratings: Useful load 2625 Ib/ 1190 kg
Take off 826 shp / 616 kw Useful, with full fuel 13551b /615 kg
e 760 shp / 567 kw External load 2646 1b / 1200 kg

Rotor Systems:
Main Rotor Blades
Tail Rotor Blades
Main Diameter

Dimensions External:

Length, fuselage
Length, T/R turning
Width, fuselage

Gross with extload 6400 Ib / 2900 kg

10 Range:
Max Fuel 390 nm /720 km
10 fenestron Max Payload 390 nm / 720 km

33.50 ft/10.20 m Aux fuel, no reserves 500 nm /930 km

Endurance:

33.50 ft/10.21 m Std fuel, no reserves 4.0 hrs

39.70 ft / 12.10 m
5.10 ft/ 1.56 m

Width, widest point  8.70 ft/ 2.65 m Performance:
Width, landing gear 6.60 ft / 2.00 m Service ceiling 20,000 ft / 6096 m
Height, top, rotor hub 11.00 ft/ 3.35 m HIGE 14,100 ft / 4300 m
Height, top, tail fin 11.90 ft/ 3.62 m HIGE, ISA+203C 14,100 ft / 4300 m
Height, top, T/Rarc 11.90 ft/ 3.62 m HOGE 9850 ft / 3000 m
GR clearance, T/Rguard2.50 ft / 0.77 m HOGE, ISA+20QC 7050 ft / 2150 m

_ _ ROC, oblique 1750 fpm / 324 m/min
Dimensions, Internal: ROC, vertical 1060 fpm / 324 m/min
Cabin Length, max 10.10 ft/ 3.06 m ROC, OEI 470 fpm / 144 m/min

Baggage Length, max
Cabin Width, max
Baggage Width, max
Cabin Height, max
Baggage Height, max
Cabin Volume
Baggage Volume

3.40 ft/1.05m
490 ft/1.05m
4.00 ft/1.23 m
410 ft/1.26 m
2.30 ft/ 0.70 m
134.20 ft3 / 3.80 m3
28.30 ft3 / 0.80 m3

Econ Cruise, S/L 134 kts / 249 km/hr
VNE 155 kts / 287 km/hr

Subject to verification with manufacturer. Individual aircraft results may vary. Not liable for any mistakes.



